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Please upload or send 
your artwork and payment 

confirma�on by 2pm 
for same day processing.
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Package includes bag, x-frame and print
Print available using Stayflat, Mesh, Vinyl or Canvass
Four Sizes available as illustrated above.
High-Resolu�on prin�ng in CMYK mode
Latest in waterbased latex ink technology
Printed using the latest in Latex Printers
Graphics are easily interchangeable
Ideal for events, exhibi�ons, retail, showrooms
24 hour produc�on 
Backed by our unique 90 days replacement guarantee
12 months hardware guarantee
Design & print ready set-up services available

DOCUMENT SIZE
All units of measurement are in millimeters as per illustra�on above.

CROP & BLEED
Check bleed according to illustra�on above. Templates available for download.
Artwork must be set up with 5mm bleed (le�, right, top) and no crop marks.
Avoid text being too close to the edge of the artwork.
Add 5mm bleed all the way around the artwork.
Ensure your image or colour is extended into the bleed area.

COLOURS & IMAGES
Hi-res PDF must be set up using 300dpi CMYK colour profiles and all fonts
must be converted to outlines or original fonts used must be provided. 
Adobe INDD, AI or EPS must be set up using 300dpi CMYK files and should  
be supplied as packaged files with all images added as links and original fonts.
It is preferred that fonts used also be converted to outlines.
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